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Introducing Elide Fire ® Fire Extinguishing Ball






The Future Of Fire Threats

The key to all emergencies is time, the longer it takes for any emergency 
services to react the more damage occurs. This is particularly applicable to 
fires. 

The sooner someone or something reacts to a fire, the chances of 
extinguishing the blaze becomes exponentially better the sooner you react. 
And for this purpose, this new technology fire suppression device, Elide Fire 
Ball, is ideally suited.



Why Elide Fire ® Fire Extinguishing Ball?

90% of average citizens have not used or know how to use a fire extinguisher 
and in an emergency fire situation, can not activate or effectively operate the 
canister. 

People instinctively run away from a fire situation. Untrained people are not 
encouraged to turn around and attempt to extinguish a fire.



Why Elide Fire ® Fire Extinguishing Ball?

Elide Fire ® provides an instant solution in the event of a fire occurring.

It can be used by almost anyone, including the elderly and children.

It’s lightweight, effective, safe and easy to use.

It’s non-toxic and not dangerous to humans or the environment.



Storage Of The Product

The Elide Fire should be stored in a dry place between -40ºC and 85ºC, with 
the arrowhead pointing upwards. 

Elide Fire can also be set up as a static installation in areas where fires are 
more likely to occur: kitchens; generators; DB boards; engine rooms etc.



How To Use

To extinguish the fire by hand, simply throw or roll the Elide Fire gently into 
the fire, it will automatically activate and extinguish the fire. 

NB - Larger fires can require 2 or more extinguishing balls.






How It Works

Elide Fire ® dry chemical powder extinguishes fires in seconds.

After 3-5 seconds of being near to the fire, the powder is dispersed over a 
radius which removes oxygen in the area, thereby suffocating the fire and 
putting it out.






Advantages - Elide Fire ® vs Fire Extinguishers 

Always on duty as self-igniting – sentinel

Light weight and easy to handle

User can stand back and throw into fire 
from a distance

Needs a capable person present to use it

Heavy weight for users

User has to get very close to the base of 
fire



Advantages - Elide Fire ® vs Fire Sprinkler Systems 

Easy to install

If ignited no damage to products

No Maintenance needed

Costly installations

Risk to products due to water damage

Yearly maintenance and servicing as 
water flow systems block, silt and get 
moss growth preventing them from 
working



Large Elide Fire Ball ® EFB-L

Model: EFB-L
Extinguishing Coverage: 6m – 10m
Product type: Indoor Installation for Buildings
Size: 6 Inches
Weight: 1.3 ± 0.2 kg.
Alarm Noise Signal: 113 – 139 dB (Impact Noise as ACGIH 
1999 Standard)
Usability and Storage Temperature: Not lower than -40°C 
and not exceed than +85°C.
Class A*: For automatic surveillance and fire extinguishing 
with fires involving wood, paper & textiles.
Class B*: For automatic surveillance and protection from 
flammable liquids such as petrol, diesel or oil.
Class C*: For automatic surveillance with fires involving 
gasses.
Short Circuit Fires: For automatic surveillance and 
protection caused from electrical short circuits.



Mini Elide Fire Ball ® EFB-S

Model: EFB-S
Extinguishing Coverage: 3m – 6m
Product type: Indoor Installation for Buildings
Size: 4 Inches
Weight: 400 ± 10g.
Alarm Noise Signal: 113 – 139 dB (Impact Noise as ACGIH 
1999 Standard)
Usability and Storage Temperature: Not lower than -40°C 
and not exceed than +85°C.
Class A*: For automatic surveillance and fire extinguishing 
with fires involving wood, paper & textiles.
Class B*: For automatic surveillance and protection from 
flammable liquids such as petrol, diesel or oil.
Class C*: For automatic surveillance with fires involving 
gasses.
Short Circuit Fires: For automatic surveillance and 
protection caused from electrical short circuits.



Mini Elide Fire Ball ® EFB-A

Model: EFB-A
Extinguishing Coverage: 3m – 6m
Product type: Engine Room Installation
Size: 4 Inches
Weight: 400 ± 10g.
Alarm Noise Signal: 113 – 139 dB (Impact Noise as ACGIH 
1999 Standard)
Usability and Storage Temperature: Not lower than -40°C 
and not exceed than +85°C.
Class G*: For automatic surveillance and fire extinguishing
Class B*: For automatic surveillance and protection from 
flammable liquids such as petrol, diesel or oil.



Certifications

Designed under US Patent No. 6,796,382.

ISO Certification: ISO 9001:2015. To view the report please, click here.

CE Marking: CE 1395

Certified safe for humans & environment - PZH/HT.3211/2016

https://www.elidefireball.co.za/wp-content/uploads/2019/02/ISO9001-Ver-2015-Cert_Main.pdf


Limitations

The products are not intended to replace conventional fire extinguishers, 
instead they are used in conjunction with them to furthermore decrease the 
possibility of potential fire outbreaks.

The extinguishing balls have a 5 year life-span/warranty, after which the 
effectiveness of the balls cannot be guaranteed.

The balls cover a large range of fire classes but cannot guarantee 
extinguishing of certain types of electrical fire, oils, gas and bitchumen.
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